
J N E R JOURNAL OF NEUROENGINEERING
AND REHABILITATION

Nataraj et al. Journal of NeuroEngineering and Rehabilitation 2012, 9:25
http://www.jneuroengrehab.com/content/9/1/25
RESEARCH Open Access
Comparing joint kinematics and center of mass
acceleration as feedback for control of standing
balance by functional neuromuscular stimulation
Raviraj Nataraj1,2*, Musa L Audu1,2† and Ronald J Triolo1,2,3†
Abstract

Background: The purpose of this study was to determine the comparative effectiveness of feedback control
systems for maintaining standing balance based on joint kinematics or total body center of mass (COM)
acceleration, and assess their clinical practicality for standing neuroprostheses after spinal cord injury (SCI).

Methods: In simulation, controller performance was measured according to the upper extremity effort required to
stabilize a three-dimensional model of bipedal standing against a variety of postural disturbances. Three cases were
investigated: proportional-derivative control based on joint kinematics alone, COM acceleration feedback alone, and
combined joint kinematics and COM acceleration feedback. Additionally, pilot data was collected during external
perturbations of an individual with SCI standing with functional neuromuscular stimulation (FNS), and the resulting
joint kinematics and COM acceleration data was analyzed.

Results: Compared to the baseline case of maximal constant muscle excitations, the three control systems reduced
the mean upper extremity loading by 51%, 43% and 56%, respectively against external force-pulse perturbations.
Controller robustness was defined as the degradation in performance with increasing levels of input errors
expected with clinical deployment of sensor-based feedback. At error levels typical for body-mounted inertial
sensors, performance degradation due to sensor noise and placement were negligible. However, at typical tracking
error levels, performance could degrade as much as 86% for joint kinematics feedback and 35% for COM
acceleration feedback. Pilot data indicated that COM acceleration could be estimated with a few well-placed
sensors and efficiently captures information related to movement synergies observed during perturbed bipedal
standing following SCI.

Conclusions: Overall, COM acceleration feedback may be a more feasible solution for control of standing with FNS
given its superior robustness and small number of inputs required.

Keywords: Biomechanics, Standing balance, Biomedical engineering technology, Rehabilitation
Background
The goal of this study was to assess the potential perform-
ance of control systems employing feedback of total body
center of mass (COM) acceleration and proportional-
derivative joint feedback from the ankles, knees, hips, and
trunk for comprehensive control of standing after spinal
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cord injury (SCI). Neuroprostheses employing functional
neuromuscular stimulation (FNS) have been proven clinic-
ally effective for restoring basic standing function follow-
ing SCI [1] using pre-programmed patterns of stimulation
to produce the sit-to-stand maneuver and continuous
stimulation at constant levels to maintain upright posture.
Under constant stimulation, balance is maintained
through upper extremity (UE) loads applied to the envir-
onment (e.g., walker, countertop). Sustained UE loading
compromises the utility of standing with FNS by limiting
the functional use of the hands and arms and reducing
standing time due to rapid upper body fatigue. Feedback
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control of stimulation is necessary to provide automatic
postural adjustments that reduce the UE effort necessary
for stabilization.
Previous investigations into feedback control of FNS for

standing after SCI have focused on servo-type joint feed-
back control of stimulation at the knees [2,3], hips [4,5],
and ankles [6]. However, these studies restricted control
actions to a single joint or anatomical plane, omitted feed-
back control at the trunk, and held joints not under direct
feedback control in extension by constant stimulation or
extensive mechanical bracing. Consequently, current
standing systems still rely exclusively on continuous open-
loop stimulation. The next step toward clinically accept-
able closed-loop control of standing with FNS includes de-
velopment of comprehensive feedback control systems that
simultaneously coordinate actions at multiple joints to bal-
ance posture in three-dimensions (3-D).
In simulation, we have previously developed comprehen-

sive FNS control systems utilizing either proportional-
derivative joint feedback [7] or total body center of mass
(COM) acceleration feedback [8] to drive an artificial neural
network (ANN) trained to output changes in muscle
excitation levels and maintain standing posture against
disturbances. A model-based approach was employed to
evaluate controller performance prior to online testing with
SCI subjects. The control systems were developed and
tested using a 3-D musculoskeletal model of human bipedal
stance that included realistic representations of the effects
of SCI on the contractile properties of stimulated muscles.
A quantitative formulation for UE loading was created to
interact with the standing model and simulate the
stabilization forces that a user may volitionally exert on the
environment. The simulated performance of the FNS
control systems were mainly assessed according to
minimization of the UE loading applied during postural
perturbations.
In this study, the two feedback control systems were fur-

ther evaluated and directly compared to outline important
considerations for deployment in clinical practice. The
Figure 1 Overall Model System.
robustness of each control system was explored in terms
of the degradation in performance with systematic intro-
duction of realistic sensor feedback errors. The two con-
trol systems were also combined (feedback = joint
kinematics +COM acceleration) using a global search al-
gorithm [9] to tune gains for all feedback inputs simultan-
eously and minimize UE loading when both control
systems acted concurrently. Finally, systematic external
force perturbations were applied to a subject with SCI
while standing with constant stimulation to observe the
resultant changes in joint position and linear segmental
acceleration. These pilot data represented the information
expected during live operation of each control system
while standing with FNS in the presence of disturbances.
The data were subsequently evaluated for information
content and determination of the inputs necessary to ac-
curately characterize the feedbacks required for each con-
trol system.

Methods
Overview of control systems developed in simulation
The overall model system (Figure 1) included parallel sys-
tems for FNS control and UE loading both acting to main-
tain the erect setpoint posture of a 3-D model of bipedal
SCI stance against postural perturbations. The FNS con-
troller modulated excitation of the paralyzed muscles across
the trunk and lower extremities according to joint kinemat-
ics (JT) feedback, COM acceleration (ACC) feedback, or
combined (JT+ACC) feedback. UE loading that a standing
neuroprosthesis user may exert on a support device was
represented as stabilization forces applied at each shoulder
position to resist postural perturbations. All feedback gains
for the FNS controller were optimized using a global-
search algorithm to minimize UE controller output (i.e.,
minimize user “UE loading”) against postural perturbations.

Three-dimensional model of bipedal standing The
3-D musculoskeletal model of human bipedal stance was
adapted from a previously described representation of
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the lower extremities [10] and trunk [11]. The model
consisted of nine segments (two feet, two thighs, two
shanks, pelvis-lumbar component, and head-arm-
trunk complex) with 15 anatomical degrees of free-
dom (DOFs) representing bilateral motions of ankle
plantar/dorsiflexion (PF/DF), ankle inversion/eversion
(Inv/Ev), knee flexion/extension (F/E), hip F/E, hip in-
ternal/external rotation (Int/Ext), and hip ab/adduc-
tion (Ab/Ad). These muscle groups were consistent
with those targeted by an existing 16-channel implan-
table stimulator [12] utilized for standing. Excitation
to a muscle group was a normalized (0 to 1) com-
mand input analogous to stimulation level. Muscles
were represented as Hill-type actuators with nonlinear
force dynamics that included excitation-activation
coupling and conventional length-tension and force-
velocity properties [13]. The peak force parameters
for the muscle groups were scaled to produce the
maximal isometric joint moments reported for indivi-
duals with complete thoracic-level SCI in response to
electrical stimulation [14].

Baseline constant muscle excitation sets To provide a
comparative baseline for controller performance, the
“optimal” and “maximal” constant excitation sets were
determined for the desired setpoint posture using the
optimizer from [15]. The, “optimal” excitations (CONST:
OPT) represented the minimum constant excitation
levels sufficient to support stable standing, while the
“maximal” excitation (CONST:MAX) represented the
largest constant excitation levels capable of supporting
the same posture and is consistent with the approach
taken clinically. Additional details about these muscle
excitation sets are presented in [7].

Upper extremity loading UE loads were represented
as stabilization forces applied to each shoulder in
three dimensions as determined by the output of a
proportional-integral-derivative (PID) controller based
on shoulder position errors relative to the reference
setpoint posture. Standing performance was defined
in terms of the total UE loading required to stabilize
the model against postural disturbances. Total UE
loading was calculated as the absolute net vector
force applied in 3-D at each shoulder position. Forces
were applied bilaterally for two-arm support condi-
tions, and unilaterally as required for functional
reaching on the contralateral side. Additional details
about this model formulation for UE loading are pre-
sented in [7].

Joint feedback for FNS control This control system
consisted of proportional and derivative (PD) angular
inputs from 9 joint DOFs: trunk pitch and bilateral ankle
PF/DF, knee F/E, hip F/E, and hip Ab/Ad. Standard PD-
feedback error control laws were used to drive corre-
sponding inputs to an ANN as follows:

ANNInputi ¼ Kp;i � θi þ KD;i � θi
⋅

ð1Þ
As with standard PD control, each joint input (‘i’) to

the ANN was the sum of the joint angle position and
velocity errors (θ’s) multiplied by proportional (KP) and
derivative (KD) gains, respectively. The errors were com-
puted with respect to quiet standing at the neutral set-
point position. The ANN was trained to output changes
in muscle excitation consistent with the maximum stiff-
ness values achievable for typical standing by FNS fol-
lowing SCI. Further details outlining development and
evaluation of this control system can be found in [7].

COM acceleration feedback for FNS control This
control system consisted of proportional feedback of
anterior-posterior (AP) and medial-lateral (ML) compo-
nents of total body COM acceleration to drive corre-
sponding inputs of an ANN as follows:

ANN Inputi ¼ Kp;i � ACCCOM−i ð2Þ
Each acceleration component input ‘i’ was simply the re-

spective measured change in COM acceleration (ACCCOM)
multiplied by the corresponding proportional gain (KP).
The ANN was trained to output optimal changes in muscle
excitation required to induce a desired net change in COM
acceleration to counter the effects of postural disturbances.
Further details outlining development and evaluation of
this control system can be found in [8].

External force-pulse perturbations A total of 978 ex-
ternal perturbation simulations were specified to evalu-
ate operation of the feedback control systems. Each
simulation consisted of a single load-pulse perturbation
applied at a single location on the musculoskeletal
model, which was initially placed at the desired erect set-
point. For assessing standing performance, UE loading
was tracked during application of the perturbation and
subsequent 500 msec recovery period. Perturbations
were applied at the COM location of the thorax, pelvis,
femur, shank, or total body in the forward, backward,
left, or right directions relative to a globally fixed refer-
ence frame. These force disturbances ranged from 5% to
15% body-weight (BW) in amplitude and 50 to 500 msec
in duration. Additional details of these particular simula-
tions can be found in [7].

Functional task performance (FTP) Functional impli-
cations of the controller were assessed in simulation
with application of continuously varying force loads at
one shoulder to mimic postural disturbances due to
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weighted, voluntary single arm reaching [16]. Three-di-
mensional, sinusoidal force loading was applied at the
right shoulder while UE control was applied only at the
left shoulder. The parameters of the sinusoidal forces ap-
plied were originally reported in [7]. This test was con-
ducted over 10 seconds of simulation time with
sinusoidal loading applied immediately at time = 0. How-
ever, the model did not achieve “steady-state”, i.e., COM
position was less than 2 cm from the running mean,
until time = 7 seconds.

Optimal tuning of control systems Gains for each feed-
back control system were determined to minimize an ob-
jective function representing the total two-arm UE loading
necessary for stabilization during perturbation and recov-
ery over an entire set of simulated disturbances. Total
two-arm UE loading was defined as the sum of the abso-
lute net stabilization forces applied at the shoulders. The
gains for every feedback input were optimally tuned using
the asynchronous parallel pattern set global search algo-
rithm implemented in the APPSPACK [9] software pack-
age running on a FUSION A8 multi-processor computer
(Western Scientific, Inc., San Diego CA). Particular algo-
rithm parameters, tuning procedures, and resultant gain
values are originally described in [7,8].

Assessing controller robustness to expected
measurement errors
To test the theoretical robustness of joint and COM ac-
celeration feedback control, systematic errors were intro-
duced to the feedback inputs during simulated external
perturbation. Three types of typical sensor error were
investigated: (1) noise, (2) dynamic tracking, and (3)
placement misalignment. Performance degradation was
assessed as the change in total UE loading across all
simulations without feedback error (UEController) com-
pared to feedback control in the presence of feedback
error (UEController+Error). This comparison was normal-
ized to the case of maximal continuous excitation (UEBa-
seline), which represents the clinical standard. The
normalized linear relative performance index (RPI) was
calculated as:

RPI ¼ UEControllerþError−UEController
UEBaseline−UEController

ð3Þ

RPI equal to 1 serves as the “equal performance
boundary” where the controller with feedback error is
equivalent baseline (i.e., all advantages of controller feed-
back effectively lost and performance degradation is
100%). For each of the following error types, simulations
were run such that feedback error at the prescribed level
was introduced to all feedback inputs simultaneously.
Several error levels were tested including those
surpassing the equal performance boundary (i.e., RPI =
1). A 3rd order polynomial was fit for each error type to
interpolate the error level at which RPI = 1.

Noise error Sensor noise was simulated by adding a
randomly generated error value for each feedback input
at each time integration step. The random error value
was allowed to be either positive or negative but the ab-
solute value was required to be less than a prescribed
maximal error limit.

Tracking error To simulate continuous tracking error,
sinusoidal error with prescribed root mean square
(RMS) amplitude was added to each joint input. Since
this error type occurs under dynamic conditions, the
error sinusoids were applied only when angular velocity
6¼ 0 for each joint or acceleration 6¼ 0 for each segment.

Placement error Placement error was neglected for JT
control since inertial sensors capable of global orienta-
tion measurements [17] could calibrate for initial place-
ment errors. For ACC control, accelerometers must be
properly aligned according to desired anatomical refer-
ence frames (i.e., along defined AP and ML axes). Place-
ment error was simulated by misaligning the global
reference frame from which accelerations were mea-
sured by angles ranging from 0 to 90° in both positive
and negative directions.

Evaluating joint kinematics and COM acceleration from
pilot data of FNS standing against systematic postural
perturbations
To generate the pilot data required to evaluate the poten-
tial signals for feedback control, systematic postural distur-
bances were applied to a female subject with complete
thoracic-level (T4) SCI standing with continuous open-
loop FNS (Figure 2) delivered by an implanted pulse gener-
ator [12]. All experiments were approved by the insti-
tutional review board of the Louis Stokes Cleveland
Department of Veterans Affairs Medical Center. Stimula-
tion was applied via intramuscular electrodes to activate
sixteen muscle groups similar to those targeted by our
model-based control systems. They include bilateral tibialis
anterior, gastrocnemius, vasti, semimembranosus, gluteus
maximus, gluteus medius, posterior adductor magnus, and
erector spinae. Maximum stimulation pulse parameters
(20 mA amplitude, 250 μsec duration) were applied to all
muscle groups with few exceptions in order to facilitate the
ability to comfortably stand erect.
External force-pulse disturbances (250 msec duration)

were applied to the subject in the front, back, right, or left
directions along the anatomical transverse plane approxi-
mately at the subject COM. Force-pulses were generated
by four electromagnetic linear actuators (STA2506 model,



Figure 2 Laboratory set-up for applying external force-pulse
perturbations to subject with complete T4-level spinal cord
injury standing with continuous stimulation.
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Copley Controls, Inc., Canton, MA) positioned orthogon-
ally about the subject and connected to a weight-belt by
nylon ropes. Force-pulses of various amplitudes based on
subject tolerance were repeated 15 times in each direction
across multiple sessions. Amplitude levels in the forward,
backward, and lateral directions ranged from 1-9% body-
weight (BW), 1-5% BW, and 2-12% BW, respectively. The
Table 1 Controller gain optimization results

Joint feedback input JOINT (JT) FEEDBACK A

Proportional
joint gain

KP (unitless)

Ankle PF/DF 6.49

Knee F/E 0.00

Hip Ab/Ad 2.22

Hip F/E 0.00

Trunk F/E 7.78

Center of Mass (COM)
Acceleration Dimensional

Feedback Input

COM ACCELERATIO
(ACC) FEEDBACK ALO

Proportional Accelera
Gain KA (unitless)

Anterior-Posterior -5.17e-2

Medial-Lateral -0.992
subject stabilized herself by applying corrective forces with
her upper extremities upon a custom instrumented sup-
port device. Additional details for the equipment, includ-
ing precautions for fall prevention are described in [18].
A VICONW motion capture system (Vicon Motion

Systems and Peak Performance, Inc., Oxford, UK) tracked
the 3-D positions (at 100 Hz) of retro-reflective markers
placed on 27 anatomical landmarks across the torso and
upper and lower extremities as specified by the PlugInGait
marker set (C7, clavicle, sacrum and bilaterally on shoulder,
upper arm, elbow, forearm, wrist, anterior superior iliac
spine, thigh, knee, tibia, ankle, heel, and toe). These marker
positions were used to estimate segment COM positions
according to segment definitions from [19] in order to cal-
culate total body COM position. All position data were
double-differentiated off-line and smoothed with a low-
pass digital filter [20] to obtain 3-D acceleration data. These
kinematic data were subsequently analyzed by principal
component analysis and linear regression models.

Results
Controller gain tuning
The optimal controller gains determined by the global
search algorithm for minimizing UE loading against exter-
nal force-pulse perturbations are listed in Table 1 for all
three controller cases. For joint feedback, both KP and KD

at the knees remained at zero whether JT or JT+ACC
feedback control was active. This indicates that the knees
effectively remained in full extension, as normally observed
during standing [21,22]. Most KP and KD values changed
marginally (< 11%) with JT+ACC control. The major
exceptions were increases (>60%) for hip Ab/Ad and the
KD for trunk F/E, which suggests these inputs produced
synergistic effects with those of ACC. The feedback gains
LONE JT +ACC COMBINED

Derivative
joint gain
KD (sec)

Proportional
joint gain

KP (unitless)

Derivative
joint gain
KD (sec)

0.52 7.17 0.51

0.00 0.00 0.00

1.71 3.64 3.33

1.08 0.00 1.68

13.64 7.28 19.50

N
NE

JT +ACC COMBINED

tion Proportional Acceleration
Gain KA (unitless)

-1.08e-2

-1.68
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(KA) for the ACC feedback inputs were also notably re-
distributed as the absolute value of KA-ML increased 70%
and KA-AP decreased 80%. This suggests that JT more ef-
fectively stabilized in the AP dimension while ACC con-
tributed uniquely to stability in the ML dimension.

Controller performance

External perturbations – sample individual simula-
tions Figure 3 shows UE loading results for all five test
cases for a 250 msec, 15% BW force-pulse perturbation
applied near the total body COM in either the forward
or side directions. Controller feedback produced stable
UE loading responses whereby oscillations were dam-
pened and steady-state achieved. Controller feedback
reduced both the maximum and mean UE loading com-
pared to either baseline case. JT produced greater reduc-
tions in UE loading than ACC against the forward
disturbance while ACC outperformed JT against the
sideward disturbance. Combined JT +ACC feedback
demonstrated positive features of both control systems
by producing greater reductions than either isolated
feedback control system for both disturbance directions.

Perturbations – aggregate results Table 2 denotes
summary results for the mean UE loading observed in
response to postural perturbations across all sub-case
variables (direction, location, amplitude, duration, UE
support conditions, and during simulated FTP). Using
MANOVA, UE loading was significantly less using any
Figure 3 Two-arm UE loading to stabilize against perturbation pulse
forward or side (i.e., right) direction under either optimal (CONST: OP
controller modulation of muscle excitation under joint (JT), COM-acce
of the feedback control cases compared to any of the
baseline cases with rejection of the null hypothesis of
equal means at p = 0.05 across all perturbation variables.
Compared to the maximal baseline, UE loading was
reduced by 43%, 51%, and 56% with ACC, JT, and JT+
ACC feedback, respectively against external perturba-
tions. During steady-state FTP, the mean reductions
were 39%, 70%, and 71%, respectively.
Across perturbation direction, UE loading was greatest

when stabilizing against forward perturbations since the
standing system is inherently more unstable in the AP
than ML dimension given the smaller base of support
(BOS) along that direction [19]. The increase over back-
ward perturbations was due to the setpoint posture
COM being located in the center of the BOS. At this
position, there was a slight forward lean allowing gravity
to assist resistance against backward perturbations. The
reduction in UE loading with feedback control was smal-
lest for backward disturbances due to a lack of muscles
targeted for excitation that would produce strong anter-
ior counter moves (e.g., trunk and hip flexion). This
results from limitations in the number of available
stimulation channels with current implants and the clin-
ical necessity to target extension muscle groups to pro-
vide adequately erect standing posture against gravity.
Across location, UE loading decreased as the perturba-

tions were applied more inferiorly due to the attenuating
effects of the mass-inertia of the more superior segments.
With single-arm support, UE loading was significantly
greater under constant muscle excitation. However, with
(15% body-weight, 250 msec) applied near model COM in either
T) or maximal constant (CONST: MAX) muscle excitation or
leration (ACC) or combined (JT+ACC) feedback.



Table 2 Aggregate simulation results during stabilization against postural disturbances for 5 muscle excitation test
cases

CONST:OPT CONST: MAX JT Control ACC Control JT +ACC Control

Mean muscle excitation level 0.521 0.908 0.623 0.564 0.664

PERFORMANCE RESULTS: MEAN UPPER EXTREMITY LOADING (Newtons)

Perturbation Direction

Forward 66 47 19 (-60%) 27 (-44%) 18 (-62%)

Backward 32 22 17 (-23%) 25 (+14%) 17 (-23%)

Side (Left or Right) 51 36 16 (-54%) 14 (-61%) 13 (-63%)

Perturbation Location (Segment)

Thorax 61 48 31 (-35%) 34 (-27%) 30 (-36%)

Pelvis 58 41 22 (-47%) 20 (-49%) 19 (-53%)

Thigh (Left or Right) 52 35 16 (-54%) 19 (-44%) 14 (-61%)

Shank (Left or Right) 39 22 6 (-72%) 8 (-63%) 5 (-77%)

Total Body COM 70 52 27 (-48%) 31 (-40%) 23 (-55%)

Support Conditions

Two-Arm Support 32 28 19 (-32%) 20 (-29%) 17 (-39%)

One-Arm Support 73 44 16 (-64%) 21 (-52%) 15 (-66%)

One-arm FTP* 11 11 3 (-70%) 7 (-39%) 3 (-71%)

Overall Upper Extremity Loading (N)** 52.7 ± 25 35.9 ± 8 17.6± 3 (-51%) 20.7 ± 6 (-43%) 15.3 ± 3 (-56%)

KINEMATICS RESULTS (During One-Arm Support)

COM Position (cm) 7.3 ± 5.6 4.5 ± 1.3 1.8 ± 0.4 3.4 ± 1.6 1.8 ± 0.4

COM Acceleration (cm/sec2) 37 ± 15 21 ± 4 25± 4 20 ± 4 24 ± 4

Joint Position Error (deg) 1.3 ± 0.9 0.83 ± 0.2 0.27 ± 0.05 0.55 ± 0.2 0.25 ± 0.04

Joint Velocity Error (deg/sec) 3.0 ± 1.0 2.0 ± 0.6 1.2 ± 0.1 2.1 ± 0.7 1.3 ± 0.2

CONST: OPT =Constant Muscle Excitations, Optimal Levels; CONST: MAX= Constant Muscle Excitations, Maximal Levels; JT = Joint Feedback Control of Excitation
Levels; ACC =Center of Mass Acceleration Feedback Control of Excitation Levels; JT + ACC=Combined Feedback Control of Excitation Levels.
Notes: (X%)=%Change from CONST:MAX case.
*Mean UE loading calculated for zeroed RMS only during “steady-state” portion of FTP.
**Overall values based on average of UE loading against discrete perturbations across two-arm and one-arm support conditions (i.e., does not include FTP) taken
to additional significant digit.
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feedback control the mean UE loading was similar with ei-
ther single or double-arm support. Feedback control also
consistently resulted in mean muscle excitation levels
intermediate to the two baseline cases, while producing
smaller changes in total body COM. As expected, feed-
back control of a particular variable resulted in the smal-
lest mean changes observed for that variable (i.e., ACC !
lowest mean change in COM acceleration, JT ! lowest
mean change in joint position and velocity errors).
For feedback control, the standard deviations were not-

ably smaller than baseline, indicating that controller oper-
ation produced a more consistent and stable disturbance
response compared to optimal constant excitation. Across
either single-arm or double-arm support, UE loading
results were significantly different for any controller case
compared to either baseline case (p= 0.01). Using MAN-
OVA, significant differences in UE loading for each con-
troller case against each baseline case were also noted
with rejection of the null hypothesis of equal means at
p = 0.05 across all perturbation variables (direction,
location, amplitude, duration). However, MANOVA was
unable to demonstrate significant differences between the
three controller cases, suggesting each feedback controller
case has similar effectiveness.

Controller robustness
Table 3 reports the equal performance error levels and
the typical error levels for inertial sensors along with the
corresponding expected degradation in performance for
all error types tested. The typical error levels listed for
noise or tracking were based on reported values for inte-
grated 3-D inertial sensors [23] that could be incorpo-
rated into a physical realization of an FNS control
system. Typical placement error was determined accord-
ing to observed FNS standing performance against dis-
turbances in simulation. In all test cases, the polynomial
fits estimated degradation in performance at the typical
sensor error level to be under 100%. This suggests an
improvement in standing performance is achievable with
controller feedback over constant excitation using



Table 3 Controller robustness to feedback error

Error type Equal performance
Error level (RPI = 1)

Typical sensor
Error level

% Degradation in
Controller performance at
“Typical sensor error level”

Joint Position Noise 1.01 deg 0.05 deg* 4.9

Joint Velocity Noise 6.86 deg/sec 0.05 deg/sec* 0.7

Joint Position Tracking 3.01 deg 2.60 deg* 86

Acceleration Noise 0.09 m/sec2 0.002 m/sec2* 0.6

Acceleration Tracking 0.62 m/sec2 0.27 m/sec2* 35

Accelerometer Placement 37 deg 3.2 deg max** 1.7 deg mean** 1.9 max 0.7 mean

*values reported as typical for inertial sensors used in [23].
**values based on overall mean and average maximum observed during stabilization period for computer simulations of perturbed FNS standing.
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commercially-available inertial sensors. Performance
degradation due to typical tracking error was notably
greater than either typical noise or placement errors,
which were all < 5%. For typical tracking error, perform-
ance degradation for ACC (35%) was markedly less than
JT (86%). This suggests that the margin of error in
deploying JT using current sensor technology may be
considerably smaller than ACC.

Evaluations of pilot data from perturbed FNS standing
Using the Statistics Toolbox by MATLABW (Mathworks,
Inc., Natick, MA), principal component analysis and
stepwise linear regressions were applied on the marker
data collected during perturbed standing by FNS. For
the position and acceleration data of all 27 markers (3-D
yields a total of 81 dimensions in each data set), only 10
principal components (PCs) were required to explain
over 90% of the variance in each set. This suggests that
the standing SCI subject demonstrated notably simpler
synergies when undergoing postural perturbations than
those potentially described by 3-D position of all 27 ana-
tomical landmarks. For the joint angle (9 position DOFs)
and COM acceleration (2 dimensional components) data
sets calculated as potential controller feedback for JT
and ACC, respectively, 6 and 2 PCs were needed to ex-
plain over 90% of the variance in each set. For JT feed-
back data, the reduction in the number of evident
independent features is likely due to both the simplified
synergy during perturbed standing and closed-chain
effects coupling changes in joint positions across the
lower extremities. While 2 PCs were still required for
ACC, it is still considerably less than the 6 PCs for JT.
Figure 4 displays the individual loading coefficients for

each of the joint angle DOFs targeted for feedback across
the first 2 PCs. Each of the hip DOFs was loaded more
upon one PC over the other. Both hip abduction/adduc-
tion DOFs had notably higher loadings on the first PC and
both hip flexion/extension DOFs on the second PC. This
indicates that the first PC represents more of a ML motion
synergy and the second PC more of an AP synergy. Cor-
respondingly, trunk pitch, knee flexion/extension, and left
ankle plantar/dorsiflexion have relatively higher loadings
on the second PC. However, right ankle plantar/dorsiflex-
ion had higher loading on the first PC. This may be due to
the right foot being generally placed in a slightly externally
rotated position to accommodate postural comfort of the
SCI subject who has reported joint tightness in the right
ankle. The relatively smaller loading coefficients for the
knee joint DOFs across both of the first two PCs is con-
sistent with the knees being maintained in extension and
not being evidently correlated with the primary motion
features.
Stepwise regression was applied to determine which joint

angle positions and segmental accelerations contributed
most to accurately predicting the 2-D (AP, ML) compo-
nents of standing COM position and COM acceleration,
respectively. All marker data were used to compute COM
kinematics serving as regression model outputs and indica-
tors of global system kinematics. The 9 joint position DOFs
proposed for JT and 2-D accelerations of 6 major segments
(pelvis, torso, both thighs, both shanks) across the trunk
and lower extremities were the respective model inputs.
COM position and acceleration could be estimated to ex-
plain over 90% and 99% the variance in each output data
set, respectively. The stepwise linear regression analyses
suggested that all 9 joint inputs and all 6 segment accelera-
tions contributed positively (p= 0.05) in estimating 2-D
COM position and COM acceleration, respectively. How-
ever, the absolute values of the individual coefficients
multiplying corresponding feedback inputs for the regres-
sion model indicate the relative contributions in COM esti-
mation as depicted in Figure 5. Clearly, ankle PF/DF and
hip Ab/Ad are prime inputs as their effects contributed to
over 65% of the estimate of COM position. For estimation
of COM acceleration, the 2-D acceleration effects of the
torso and pelvis segments contributed to over 75% of the
estimate of COM acceleration.
An additional linear regression estimate was also per-

formed using a select subset of the inputs according to
fraction contributions observed in Figure 5. For these re-
gression estimators, ankle PF/DF and hip Ab/Ad were pre-
served to estimate COM position and pelvis and torso



Figure 4 Barplot of absolute loading coefficients across first two principal components for the angular position data of the specific
joint degrees of freedom (DOFs) potentially targeted by a feedback control system for FNS standing.
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accelerations were preserved to estimate COM acceler-
ation. Using the reduced input sets, components of COM
position were estimated with over 83% of the variance
explained, and components of COM acceleration were
estimated with still over 99% of the variance explained.

Discussion
This study examined the potential efficacy of using ei-
ther COM acceleration or joint kinematics for feedback
control of comprehensive, 3-D standing by FNS follow-
ing SCI. In simulation, controller performance was
Figure 5 TOP: Relative contributions by individual joint degrees of fre
according to absolute values of regression coefficients. BOTTOM: Relat
regression estimate of COM acceleration (ACC) according to absolute value
contributions were combined.
primarily assessed according to the reduction in UE
loading to stabilize against postural disturbances that
could be achieved compared to the clinical analog of
maximal constant excitation of paralyzed musculature.
Both JT and ACC feedback control modes significantly
reduced UE loading in isolation (51%, 43%, respectively)
and in combination (56%) compared to CONST:MAX
against discrete external perturbations. Since JT control
more comprehensively describes system kinematic
states, it was expected that the greatest reduction in UE
loading was observed in the presence of JT. However,
edom (DOFs) in linear regression estimate of COM position (POS)
ive contributions by individual segment accelerations in linear
s of regression coefficients. Note: Bilateral DOFs or segment
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isolated ACC produced over 80% the reduction as JT.
This suggests that ACC alone can still largely recruit the
functional capacity of the paralyzed musculature tar-
geted for standing control by FNS. In fact, results for op-
timal feedback gains and performance both suggest that
ACC was more effective in activating postural responses
for disturbances applied laterally. JT did further outper-
form (70% versus 39%) ACC during FTP simulated as
continuous sinusoidal loading. But activities of daily liv-
ing may more typically entail individual functional
reaches and thereby be better represented by discrete
loads. For example, individual reaches may involve indis-
criminate pauses between reaches and variable strategies
in incurring the loading depending on the shape and
weight of objects being manipulated.
Error analyses suggested that standing performance

with ACC would be considerably more robust than JT at
feedback error levels expected to be typical for this ap-
plication. While JT and ACC feedback control were both
robust to typical respective noise or placement sources
of sensor measurement error, ACC was significantly
more robust against potential tracking errors that are
typical of inertial measurement sensors. This may be a
product of ACC employing only two feedback inputs
(AP, ML dimensions of COM acceleration) compared to
eighteen JT feedback inputs (proportional, derivative
values at nine joints). This is an important advantage for
ACC feedback for feasible clinical deployment. Not only
do fewer measured inputs reduce the likely influence of
measurement contamination on controller feedback,
fewer feedback gains would need to be readily tuned
according to optimal performance observed under live
conditions. Fewer feedback inputs may also result in a
system with greater long-term clinical acceptance by re-
quiring fewer worn sensors.
The inherent advantages in ACC over JT likely derive

from the ability to describe standing by FNS against sys-
tematic postural disturbances as simpler motion synergies
whereby comprehensive description of system kinematics
may not be necessary for effective control. PCA demon-
strated significant reductions in the number of independ-
ent linear features that exist compared to all of those
measured by all postural marker data collected. This indi-
cates that a concise set of feedback measurements may be
sufficient for comprehensive postural control. Further-
more, although the JT feedback data set was composed of
more dimensions than that of ACC, it did not estimate re-
spective global (i.e., COM) kinematics as effectively.
Isolated COM acceleration feedback does theoretically

preclude “hands free” standing since a measure of pos-
itional and velocity based adjustments must likely be
made by the upper extremities to stabilize against pos-
tural disturbances. But this is offset by the clinical
advantages in deployment of its operation relying on
fewer inputs and likely fewer sensors. To this end, re-
gression analysis of the pilot perturbation data in this
study demonstrated that, potentially, only accelerometer
measurements at the pelvis and torso would be neces-
sary to accurately characterize feedback required for
ACC. However, given the potential in improving per-
formance with the addition of JT, feedback from only se-
lect joints may still be beneficial provided that it notably
improves performance without significantly compromis-
ing robustness to measurement error, increasing the ef-
fort to tune the system, or adding copious amounts of
worn instrumentation. To this end, regression analysis
from the pilot data in this study indicates that, for sensor
deployment of JT, considerations should focus on pro-
viding reliable estimation of ankle PF/DF and hip Ab/
Ad. Further investigation could be performed to deter-
mine an optimal combination of joint and COM acceler-
ation inputs that offers significant improvement in
performance but requires a minimal number of sensors.
However, this study suggests that ACC in isolation po-
tentially offers a more viable clinical solution than JT for
initial laboratory deployment.
While the aforementioned characteristics of ACC po-

tentially offer improved controller performance, they
also provide practical advantages in conducting future
studies with live SCI individuals. Minimizing the number
of sensors streamlines experimental set-ups, which can
maximize data collection time in the laboratory. This
can be crucial since subjects require sufficient rest be-
tween trials and may have limited availability to partici-
pate in experiments. Furthermore, sufficient pilot data
needs to be collected to develop either JT or ACC con-
trol systems. This includes data to train the ANN, which
establishes the relationship between changes in system
kinematics due to changes in stimulation, and data used
to robustly estimate COM ACC for each specific subject.
Initially, a few sessions in the laboratory may be required
to determine mean system characteristics. For practical
clinical implementation, it would also be important to
develop adaptive algorithms that autonomously tune
feedback gains and optimize standing performance given
time-varying muscle properties observed with prolonged
system usage. This should mitigate the need of system
users to return to the laboratory for frequent, compre-
hensive system re-tuning.

Conclusions
In conclusion, a simulated control system that compre-
hensively employs proportional-derivative joint feedback
and COM acceleration feedback yielded the best per-
formance for stabilization against postural disturbances
during simulated bipedal standing with FNS compared
to maximal constant muscle excitation. However, this
was not a significant improvement over control systems
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employing either joint or COM acceleration feedback
alone. Furthermore, simulation results and pilot standing
perturbation data collected with a SCI subject indicate
that COM acceleration feedback offers numerous advan-
tages for clinical deployment. They include providing
comparable performance to comprehensive joint feed-
back control, requiring significantly fewer feedback
inputs, and potentially robust estimation of those inputs
utilizing only two sensors.
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